
Product Information
Carrier

Adhesive

Release Liner

Application Temperature (°F)

Max Service Temperature (°F)

Adhesive and Carrier Thickness:

Adhesive Typical Value
45

5 days +

Adhesion to Stainless Steel (oz/in):

Sheer Test (1/2"x1/2"x1000g@158°F):

Duraco Speedy Tabs

Product Specification Sheet
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Storage

Tape should be stored within its’ original packaging, in a dry place at Room Temperature (72°F). If room temperature is not 

possible, the storage temperatures should not exceed 39°F to 100°F. When the tape is stored under these conditions, the 

shelf life would be 18 months from the date of shipment.

duraco.com

Duraco provides this information and recommendations for informative purposes only.  The data is intended as a guide only and is presented 

without guarantees and without assumption of liabilities resultant from the use of information provided. 

Material Description:    Duraco Speedy Tabs feature a soft, ultra high 

tack silicone adhesive which provides excellent quick stick characteristics 

to silicone release liners. Ideal for liner removal and for keeping rolls 

closed. 

Description

Silicone    

2.0 mil PET

Silicone coated paper

65 to 100

400

3.75 mils

Base Liner 

2Mil Clear

Polyester Film

Pull Tab

Tape with Silicone Adhesive


