
Removable foam tape with an aggressive permanent 
adhesive on one side and removable adhesive on 
the other for mounting a variety of applications and 
removes cleanly from most hard, non-delaminating 
surfaces even after extended periods of time.
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APPLICATIONS:
• Wall decor 

• Promotional and temporary signage

• Temporary and permanent displays

• Single use graphics

• Wobblers and shelf talkers

FEATURES:
• Allows for easy, clean removal from walls

• Available in a variety of put ups for mounting

• Leaves no damage or foam residue behind 

• Improves mounting process

• Available in thick to create 3D effects 

SPECIFICATIONS:
• Permanent adhesive for bonding

• Removable adhesive for mounting

• Application temperature range 65-100° F

• Service temperature range -20-150° F 

• Holding power of 1/2 lb. per sq. in of tape

• For lightweight applications or filling gaps

• Intended for one time use 

REMO ONE® 
Reliable. Resourceful. Removable.

Duraco’s 
line of  

tapes for 
mounting.



LET’S TALK

duraco.com                                               866 800 0775

Try a sample 
of our 

removable 
tapes!

Can’t find your size? 
We customize.We customize.

Variations 

NEED QUICK TURNAROUND?
Duraco manufactures and converts in-house, 
providing the convenient service of fast shipping 
and on-site tape experts. Contact us today. 

Duraco’s Remo One® products deliver reliable, resourceful, and removable solutions to mount a 
variety of applications. These removable foam tapes were designed to improve the mounting process 
and provide a durable bond for strong holding power overtime. Instead of using nails, screws, and 
mechanical fasteners that put holes in walls, our tapes leave no damage or foam residue behind.

Color: Black, White 
Style: Continuous Rolls and Pre-cut Pieces
Thickness (in): 1/32, 1/16, 1/8 
Stock Roll Width (in): 1/2, 3/4, and 1
Rolls Length (ft): 30 to 900
Stock Roll Pre-cut Pieces Length (in): 1/2,1,1 1/2, 2, 3,  4, 5, or 6
Service Temperature (F°): -20 to 150


